Настройка модема EchoLife HG510 (Huawei) для подключения на семейство тарифных планов ИнтернетЭкспресс в режиме Bridge с выделением статического внешнего ip-адреса.
Настройка производится через web-интерфейс. Ip-адрес по-умолчанию: 192.168.1.1, login: admin, password: admin. 
ВАЖНО: Для первичной настройки модема 1-й Ethernet порт не используется, необходимо подключить модем через 2-й, 3-й или 4-й порты.
Сначала нужно удалить заводские настройки PVC. Для этого зайдите в Advanced Setup -> WAN,  отметьте все строчки галками в столбце «Remove» и нажмите «Remove». Нажмите «Add».
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Advanced Setup
wan

Lan
Security Con.
Gt wp1/ver | Cg0 | category | Service | Interface | Protocol | 1gmp | Qos Remove
NS
DSL
FERIEEE) s |1 UBR | PVCL |nas_1 91| Bridge | N/a |Disabled
Diagnostics

Management o2 UBR | PvC2 |ras 192 | Bridge | N/a |Disabled

Save/Reboot

Choose Add, Edit, or Remove to configure WAN interfaces,
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Введите VPI=8, VCI=35. Нажмите Next.
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Device Info ATM PVC Configuration
Advanced Setup
‘This screen allows you to configure an ATM PVC identifier (VPT and VCI) and select a service
wan
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Enabling packet level QuS for a PYC improves performance for selected classes of applications. QoS
cannot be set for CBR and Realtime VER. QoS consumes system resolices; therefore the number
of PVCs wil be reduced. Use Advanced Setup/Quality of Service to assin priorties for the
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Выберите MAC Encapsulation Routing (MER) и LLC/SNAP-BRIDGING. Нажмите Next. 
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Device Info Connection Type

Advanced Setup
wan Select the type of network protocol and encapsuiation mode over the ATM
o PVC that your 5P has nstructed you to use.
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IP-адрес и адреса DNS-серверов возьмите из регистрационной формы, маску введите 255.255.255.252, а шлюз на 1 меньше ip-адреса. Нажмите Next.
[image: image4.png]2 Huawei Home Gateway 510, Microsoftinternetibxplorer,

@ain [pacs Baa Usbparros Ceponc  Crpeska

Q- © - 1 B @] Proe Fenomr @] 2B

&) http:/192.168.33.9)

Home Gateway 510

Device Info WAN IP Settings
Advanced Setuy
v Enter information providectto you by your ISP to corfigure the WaN 1P
sy settings.
LAN Motice: DHCP can be enabled for PVC in MER mode if "Obtain an IP address.
Security automatically” is chosen.Changing the default gateway or the DNS effects the

Gt whole system. Configuring ther with static vaues wil dissble the automatic
assignment from DHCP or ather WAN corection.
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DSL entter the IP adciress of the remote gateway in the "Use 1P address”.

Port Mapping
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Management DHCP Class Icertifier
© use the follwing [P addess:

WaN P addhess 21292.140.86

WEN Subnet Mask [255.255.255.252

Obtain dfauit gtewsy automaticaly
® Use the folowing defauit gateway:
Use 1P Addhess; [212.02.140.65

Obotain DNS server addhesses autamaticaly

® Use the folowing DNS server addresses:
Frimary DNS server: 105.08.32.193
Secondary DNS server:  [195.96.32.200
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Включите параметры Enable NAT, Enable Firewall, Enable WAN Service и введите Service Name. Нажмите Next.
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Device Info Network Address Translation Settings
Advanced Setu
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“Wide Area Netwark (WAN) IP acdiess for muitile computers

Lan on your Loral Ares Network (LAN),
Security
Routing Enable AT
DNS
ey Enable Frewal
Port Mapping

Diagnostics

Enable IGMP Multicast, and WAN Service
Management

Enable IGMP Multicast [

Enable WaN Service

Service Name: tatic_bridge

® Virreprer




Проверьте правильность ввода параметров и нажмите Save.
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WAN Setup - Summary

Hake sure that the settings below match the settings provided by your ISP,

VPI / VCI: 8/35
Connection Type: |MER

Service Name: | Static_ridge
Service Category: |UBR

1P Address: 212.92.140.66

Service State: | Enabled
NAT: Enabledd
Firewall: Enabledd
IGMP Multicast: | Disabled!
Quality Of Service: | Disablect

Click "Save" to save these settings. Click "Back” to make any mocifications

NOTE: You need to reboot to activate
configure sevices over this interface.
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Нажмите Save/Reboot.
ВАЖНО: Для возможности использования первого Ethernet порта зайдите в Advanced Setup -> Port Mapping и уберите галку «Enable virtual ports on Ethernet Switch LAN(1-4)». 

Нажмите Save/Reboot.
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Device Info
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