Настройка модема ZTE ZXDSL 831 для подключения на семейство тарифных планов ИнтернетЭкспресс в режиме Bridge с выделением статического внешнего ip-адреса.
Настройте параметры протокола TCP/IP - ip-адрес из подсети 192.168.1.х (например, 192.168.1.2), маска 255.255.255.0, шлюз 192.168.1.1  
Введите ip-адреса DNS серверов: 195.98.32.193, 195.98.32.200

Настройка модема осуществляется с помощью web-интерфейса.
В адресной строке Internet Explorer наберите http://192.168.1.1
login: admin, password: admin.

Удалите заводские настройки PVC. Перейдите в Advanced  -> WAN. Нажмите на значок корзины в каждой строке и подтвердите удаление. 
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Choose Add or Edit to configurs Internet connection.
Choase Firish to apply the changes and reboot the system.
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NOTE: The Internet connection is NOT active if the PVC name is marked with (7). You need
to click "Finish” to apply the changes and reboot the system for activating this PVC

PVC Name | VPI/VCI | Category | Protocol [NAT |WAN IP Address| Edit
br 032 | 0/32 UBR LLEé’/‘gg@p * * A
br 033 | 0/33 UBR LLEé’/‘gg@p * * A
br0.35 | 0/35 UBR LLEé’/‘gg@p * * A
br_0_100 | 0/100 UBR LLEé’/‘gg@p * * A
br8.35 | 8/35 UBR LLEé’/‘gg@p * * A
brs 36 | %36 UBR LLEé’/ggNZp * * @
brg 81 | s/81 UBR LLEé’/‘gg@p * * A

_Add|_Finish




Нажмите «Add».
Введите VPI=8, VCI=35. Нажмите Next.
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This screen allows you to configure an ATM PVC identifier (VPI and VCI) and select 3 service category. Otherwise
choose an existing interface by selecting the checkbox to enable it

WP 8 (0-255)
VCL: [35]  (32-65535)

Service Category:[UBR Without PCR

Back | Next





Выберите MAC Encapsulation Routing (MER) и LLC/SNAP-BRIDGING. Нажмите Next. 
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Select the protocol and encapsulation type over the ATM PVC that your ISP has instructed you to use.
Protocol: © PPP over ATM (PPPOA)

© PPP over Ethernet (PPPOE)

& MAC Encapsulation Routing (MER)

© 1P over ATM (IPoA)

© Bridging

Encapsulation TLC/SNAP
Type:
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Введите сетевые параметры (из регистрационной формы, выданной Вам при заключении договора):  IP-адрес, маску подсети, адрес шлюза и адреса DNS-серверов. 

Включите параметр Enable NAT.  

Нажмите Next.
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LAN Configure Internet Connection - WAN IP Settings
WAN Enter information provided to you by your ISP to configure the WAN 1P settings.
Connections
o € Obtain an IP address automatically
& Use the following IP address
WAN IP Address 212.92.140.66

WAN Subnet Mask: [255.255.255.252

€ Obtain default gateway automatically
@ Use the following default gateway
M Use IP Address 212.92.140.65
™ Use WAN Interface hd

€ Obtain DNS server address automatically
@ Use the following DNS server addresses

Primary DNS 195.98.32.193
server

Secondary DNS server: [212.92.140.200
¥ Enable NAT

WARNING

Router's settings

are changed. New

settings are only Back | Next
valid after

restarting router.





Проверьте правильность введенных данных и нажмите Finish.
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This Internet Connection -- Summary
Make sure that the settings below match the settings provided by your 1P

Internet (WAN) Configuration:

VPI / vCI 8/35
Category UBR
Connection Type | MER LLC/SNAP
NAT Enabled

WAN IP Address |212.92.140.66
Default Gateway |212.92.140.65
DNS Server 195.98.32.193

Click "Finish" to accept these settings, and reboot the system.Click "Back” to make any modifications.

Back | Finish





